
 

IDAutomation Code-128 Font Package 

All Code-128 barcode fonts require a start, stop and check character to be added to the text that is to be 

encoded, before the barcode font is applied. IDAutomation offers several font encoders to automate this 

process in a variety of applications and development environments. 

 

    

 

Seven versions of the Code 128 fonts are provided to support different height requirements. The last 

character in the font name determines the height of the barcode with the shortest being "XXS" and the 

tallest being "XXL". In most cases, taller barcodes result in faster scanning. 

Font Size Font Height at 12pt IDAutomationC128 at 12pt  

XXS .10" or .25 CM  ÌIDAutomation.com`Î  

XS .20" or .5 CM  ÌIDAutomation.com`Î  

S .35" or .9 CM  ÌIDAutomation.com`Î  
M .50" or 1.2 CM  ÌIDAutomation.com`Î  
L .60" or 1.8 CM  ÌIDAutomation.com`Î  
XL .75" or 2.3 CM  ÌIDAutomation.com`Î  
XXL 1.0" or 3.2 CM  ÌIDAutomation.com`Î  

http://www.idautomation.com/font-encoders/
http://www.idautomation.com/barcode-fonts/code-128/user-manual.html
http://www.idautomation.com/barcode-fonts/code-128/user-manual.html#Specifications
http://www.idautomation.com/barcode-fonts/code-128/user-manual.html#Barcode_Font_Character_Set
http://support.idautomation.com/category/Code+128/41

